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PROJECT CONTACTS

1  - CONTRACTOR SHALL READ AND UNDERSTAND ALL NOTES INCLUDED HEREWITH AND ADHERE CAREFULLY TO

THEM THROUGHOUT ALL PHASES OF THE PROJECT.

2  - ALL  NEW CONSTRUCTION SHALL BE IN STRICT COMPLIANCE WITH LOCAL BUILDING CODES AND 2011 OBC CHAPTER

11 ICC ANSI A117.1 AND OTHER ACCESSIBILITY REGULATIONS.

3  - ALL WORK SHALL BE DONE IN COMPLIANCE WITH THE OCCUPATIONAL SAFETY AND HEALTH  ACT. (OSHA)

4  - FURNISH AND INSTALL ALL CONSTRUCTION, MECHANICAL, ELECTRICAL, PLUMBING, AND FOUNDATION SYSTEMS AS

REQUIRED TO ACCOMMODATE THE DESIGN REQUEST OF THE THE OWNER.

5  - DIMENSIONS GIVEN IN FIGURES ON THE PLANS SHALL TAKE PRECEDENCE OVER SCALED DIMENSIONS.  ALL

DIMENSIONS SHALL BE VERIFIED IN THE FIELD.  DIMENSIONS ARE NOT ADJUSTABLE UNLESS NOTED (+/-).

6  - ALL DIMENSIONS ARE GIVEN FROM FINISHED WALL TO FINISHED WALL UNLESS OTHERWISE NOTED.

7  - "EQUAL" WHEN USED SHALL MEAN AN EQUIVALENT PRODUCT OR MATERIAL AS APPROVED  BY THE OWNER.

8  - ALL HEIGHTS ARE DIMENSIONED FROM FINISHED FLOOR UNLESS OTHERWISE NOTED.

9  - THE CONTRACTOR SHALL VERIFY THAT NO CONFLICTS EXIST IN LOCATIONS OF ANY AND ALL MECHANICAL,

TELEPHONE, DATA, ELECTRICAL, LIGHTING, PLUMBING AND RELATED EQUIPMENT (TO INCLUDE ALL PIPING,

DUCTWORK AND CONDUIT) AND THAT ALL REQUIRED CLEARANCE FOR INSTALLATION OR MAINTENANCE OF

ABOVE EQUIPMENT IS PROVIDED.

10 - ALL GYPSUM WALL BOARD PARTITIONS SHALL BE TAPED, BEDDED AND SANDED SMOOTH WITH NO VISIBLE

JOINTS, AND ALL CORNERS SHALL RECEIVE METAL CORNER BEAD.

11 - ALL RATED WALLS SHALL HAVE THEIR RATING MAINTAINED AND ALL NEW PENETRATIONS SEALED TO MEET

CURRENT CODE REQUIREMENTS.

12 - ALL MATERIALS FURNISHED AND INSTALLED SHALL BE FREE FROM DEFECTS. ALL MATERIALS AND WORKMANSHIP 

SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR FROM DATE OF ACCEPTANCE. DURING THIS PERIOD ANY 

PROBLEMS DUE TO DEFECTIVE MATERIALS OR FAULTY WORKMANSHIP SHALL BE CORRECTED AT NO COST TO THE

OWNER. ANY PROBLEMS THAT OCCUR DURING CONSTRUCTION SHALL BE CORRECTED IMMEDIATELY TO THE 

SATISFACTION OF THE OWNER.

13 - GENERAL CONTRACTOR SHALL PROVIDE ADEQUATE BRACING AS REQUIRED TO SECURE WORK TO STRUCTURE

AND SHALL BE TOTALLY RESPONSIBLE FOR HIS WORK.

14 - DURING AND AT THE COMPLETION OF THE CONTRACTORS DAILY WORK, CONTRACTORS ARE RESPONSIBLE FOR

THE CLEANING UP AND REMOVAL OF ALL RUBBISH AND DEBRIS BEFORE LEAVING THE JOB SITE.

15 - THE FOLLOWING ARE STRICTLY PROHIBITED WORK AND PRACTICES :

A . ANY COMBUSTIBLE MATERIALS ABOVE FINISHED CEILING.

 

B . IMPOSING ANY STRUCTURAL LOAD, TEMPORARY OR PERMANENT, ON ANY PART OF BUILDING 

STRUCTURE WITHOUT PRIOR WRITTEN APPROVAL.

C . CUTTING ANY HOLES IN FLOOR SLABS, WALLS OR ROOF WITHOUT PROPER APPROVAL. BEFORE 

STARTING ANY UNDER SLAB WORK, CHECK TO DETERMINE IF ANY COMMON UTILITY OR OTHER 

UTILITY LINES EXIST WITHIN THE SPACE.

16 - CONTRACTORS SHALL CARRY ADEQUATE LIABILITY INSURANCE AS SET FORTH BY THE OWNER AND THE

LANDLORD.

17 - A CERTIFICATE OF COMPLETION MUST BE OBTAINED UPON COMPLETION OF ALL WORK AND FINAL INSPECTIONS.

THE ORIGINAL DOCUMENT TO BE SUBMITTED TO THE OWNER.

18 - THE CONTRACTOR SHALL OBTAIN AND PAY ALL NECESSARY PERMIT COSTS AND FEES REQUIRED BY PUBLIC

AUTHORITIES, UTILITY COMPANIES, AND OTHER INCURRED COST.

19 - PROVIDE ALL INSURANCE, LICENSES, BONDING, AND RELEASE OF LIENS REQUIRED BY THE OWNER. PROVIDE

COPIES OF DOCUMENTATION UPON REQUEST.

20 - PROVIDE COMPLETE OPERATING MAINTENANCE, AND SPECIFICATION MANUALS TO THE OWNER FOR ALL

EQUIPMENT WITHIN 15 DAYS OF FINAL COMPLETION OF JOB.

21 - PROVIDE A WRITTEN LIST OF SERVICE SUB-CONTRACTORS TO THE OWNER WITHIN 15 DAYS OF JOB COMPLETION

INCLUDING NAMES, ADDRESSES, PHONE NUMBERS, AND CONTACT PERSONS FOR FUTURE SERVICE NEEDS.

22 - THE THE OWNER'S REPRESENTATIVE AND/OR THE OWNER'S CONTRACTOR SHALL NOT BE ALLOWED TO USE OR

STORE OR DISPOSE OF ANY HAZARDOUS, ASBESTOS, FLAMMABLE, EXPLOSIVE,  RADIOACTIVE, TOXIC,

CONTAMINATING POLLUTING MATTER OR SUBSTANCES RELATED  INJURIOUS MATERIALS OR CHEMICAL

REGULATED MATERIALS ON THE JOB SITE.

23 - ALL INTERIOR WALLS SHALL HAVE ONE COAT OF WHITE PRIMER.

24 - THE FOLLOWING SECURITY PROCEDURES SHALL BE IN FOLLOWED WHEN THE TENANT'S FINISH WORK BEGINS.

A  . THE G.C. AND SUB-CONTRACTORS PERSONNEL SHALL SIGN IN WHEN THEY ARRIVE IN THE MORNING 

B  . AT ALL TIMES THEY WILL ENTER AND EXIT THROUGH THE OUTSIDE PARKING LOT DOORS.

C  . ANY TOOL BOXES, CARTONS, ETC. THAT THE WORKERS WOULD USE TO TRANSPORT MATERIALS, ETC. 

ARE SUBJECT TO INSPECTION UPON DEPARTURE.

25 - ALL WALLS SHALL BE SQUARE AND PLUMB.

26 - GENERAL CONTRACTOR SHALL PROVIDE ADEQUATE PROTECTIONS AND SECURITY OF WORK, MATERIALS,

FIXTURES AND ETC. ON JOB SITE FROM LOSS OR DAMAGE FROM FIRE, THEFT OR VANDALISM.

28 - GENERAL CONTRACTOR SHALL USE ENTRANCE PROVIDED BY THE OWNER FOR TRANSPORTING MATERIALS TO 

AND FROM JOB SITE. ALL EMPLOYEES OF G.C SHALL USE THESE SAME ENTRANCES. G.C. SHALL CONFINE ALL

VEHICLES TO DESIGNATED AREA AS REQUIRED BY THE OWNER.

29 -    GENERAL CONTRACTOR'S BID QUOTATION SHALL INCLUDE THE USE OF EQUIPMENT & MATERIALS EXACTLY AS

          SPECIFIED. SUBSTITUTION REQUESTS SHALL BE SUBMITTED TO THE OWNER FOR REVIEW APPROVAL.

30 - ALL SIGNAGE FURNISHED AND INSTALLED BY FUTURE TENANT UNLESS OTHERWISE NOTED.
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ARCHITECTURE
STORE PLANNING INC.

3080 SENNA DRIVE

MATTHEWS, NC 28105

CONTACT: RAY EDWARDS, RDI

PHONE:   704-841-7288

FAX: 704-849-6997

EM: ray@storeplanninginc.com

ELECTRICAL ENGINEER
BRUCE HOUSER, PE

CONSULTING ENGINEER

1900 ABBOTT STREET | SUITE 105

CHARLOTTE, NC 28203

PHONE: 704-395-2705

FAX: 704-362-0904

EM: bhouser@beacon-engr.com

TENANT
DOLLAR GENERAL

100 MISSION RIDGE

GOODLETTSVILLE, TN 37073

DAVID FLOWERS - Central Region

PHONE: 615-855-4841

FAX: 615-855-4705

EM: dflowers@dollargeneral.com

NOTES APPLY BASED ON PROJECT WORK SCOPE

T02      LIFE SAFETY PLAN

ORIGINAL DATE LATEST REVISION DATE

ORIGINAL DATE LATEST REVISION DATE

ORIGINAL DATE LATEST REVISION DATE

ORIGINAL DATE LATEST REVISION DATE

ORIGINAL DATE LATEST REVISION DATE

NEW 9100 SQ. FT.

DOLLAR GENERAL

BUILDING LOCATION

SPECIAL INSPECTIONS

PROFESSIONAL SERVICES INDUSTRIES, INC. (PSI)

14930 VULCAN AVENUE

COLUMBUS, OHIO 43228

PHONE:   614-876-8000

FAX: 614-876-0548

THE FOLLOWING PROFESSIONAL SERVICES FIRM WILL PROVIDE

ALL SPECIAL INSPECTIONS FOR THIS PROJECT IN ACCORDANCE

WITH JURISDICTIONAL SPECIAL INSPECTION REQUIREMENTS.

MAYOR OF ASHVILLE
200 EAST STATION STREET

ASHVILLE, OHIO 43103

MAYOR:  CHARLES K. WISE

PHONE: 740-983-6367

FAX: 740-983-4703

EM:  mayorwise@ashvilleohio.gov

APRIL 18, 2016

OWNER | DEVELOPER
CD DG ASHVILLE, LLC

5317 INVERRARY DRIVE

PLANO, TX 75093

CONTACT:  JOSH ALLEN

PHONE:    765-215-1444

EM:    josh@crossdevelopment.net

STRUCTURAL ENGINEER
H. EUGENE HUNTER, PE

CONSULTING ENGINEER

P.O.BOX 3210

MATTHEWS, NC 28106

PHONE:   704-574-8083

FAX: 704-442-7290

EM: ghunter@carolinarr.com

P2   PLUMBING DETAILS AND DIAGRAMS

PICKAWAY COUNTY GENERAL

HEALTH DISTRICT.
110 ISLAND ROAD

CIRCLEVILLE, OH 43113

PHONE: 740-477-9667

FAX: 740-474-5523

EM: contact@pchd.org

ELECTRICAL NOTE:

ALL ELECTRICAL WORK MUST BE PERFORMED BY WEST VIRGINIA

LICENSED ELECTRICIANS.

M2   MECHANICAL SCHEDULES & NOTES

APRIL 18, 2016

BUILDING DEPARTMENT

DALE HOOVER

ASHVILLE OHIO BUILDING DEPARTMENT

200 EAST STATION STREET

ASHVILLE, OH 43103

PHONE: 740-983-6367

FAX: 740-983-4703

EM: dhoover@ashvilleohio.gov

MECH/PLBG ENGINEER
RICK ROTEN, PE

CONSULTING ENGINEER

7909 SKYE LOCHS DRIVE

WAXHAW, NC 28173

PHONE: 704-651-1311

FAX: 704-362-0904

EM: rick@r3engineering.com
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SYMBOLS LEGEND

D E F E R R E D      P L A N      S U B M I T T A L S:

THE FOLLOWING DRAWINGS WILL BE PROVIDED TO THE PERMIT

PLAN REVIEWER UNDER A SEPARATE SUBMITTAL BY THE

RESPECTIVE SUB-CONTRACTORS:

1 -      PRE-ENGINEERED METAL BUILDING PLANS

2 - SIGN SHOP DRAWINGS BY TENANT SIGN VENDOR

VERTICAL ELEVATION MARKER

ELEVATION MARKER, POINTS TO AREA AND

INDICATES ELEVATION NUMBER.

REFERENCE NOTE MARKER TO NOTE

SCHEDULE LEGEND DESCRIPTION

DOOR MARKER

ROOM NAME AND NUMBER MARKER.

SECTION MARKER INDICATES SECTION NUMBER

AND SHEET NUMBER WHERE IT IS LOCATED.

ELEVATION MARKER, POINTS TO AREA AND

INDICATES ELEVATION NUMBER.

DETAIL MARKER, INDICATES DETAIL NUMBER

AND SHEET NUMBER WHERE IT IS LOCATED.

COLUMN REFERENCE MARKER

REVISION CLOUD AND MARKER

FIRE EXTINGUISHER
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ABBREVIATIONS
A.D.A. = AMERICANS WITH DISABILITIES ACT

A.F.F. = ABOVE FINISHED FLOOR

ALUM. =        ALUMINUM

C.J. =         CONTROL JOINT

CLEAR = MINIMUM CLEAR DIMENSION

CLG. =      CEILING

C.M.U. =       CONCRETE MASONRY UNIT

CONT. =        CONTINUOUS

DEG. = DEGREE

DET. = DETAIL

D.F. = DRINKING FOUNTAIN

E.C. = ELECTRICAL CONTRACTOR

E.J. =        EXPANSION JOINT

EWC = ELECTRIC WATER COOLER

FAC. = FACTORY

FE = FIRE EXTINGUISHER

FEC = FIRE EXTINGUISHER CABINET

F.R. =        FITTING ROOM

FRT = FIRE RETARDANT TREATED

G.C. = GENERAL CONTRACTOR

GWB =        GYPSUM WALLBOARD

H.C. = HANDICAP

HCWD =        HOLLOW CORE WOOD DOOR

H.D. =        HEAVY DUTY

HDWR =        HARDWARE

H.M. =        HOLLOW METAL

MFG. = MANUFACTURING(ER)

MTL. =        METAL

N.I.C. = NOT IN CONTRACT

O.C. =        ON CENTER

REQUIRED NATIONAL ACCOUNT VENDORS
COMPANY CONTACTS PHONE # REQUIRED ITEMS

SHERWIN WILLIAMS LOCAL SHERWIN WILLIAMS STORE PAINT, PRIMER, CONCRETE SEALER AND BLOCK FILLER

D&P CUSTOM LIGHTING NATIONAL ACCOUNT SALES 800-251-2200 CUSTOM POWER POLES

EMERSON CLIMATE
TECHNOLOGIES

EMS SUPPLIER NOTE: CUSTOMIZED DOLLAR GENERAL EMS PANEL REQUIRES
STORE #, CITY, STATE, ZIP CODE & QTY. OF HVAC UNITS OF THE INSTALL SITE
WHEN ORDERING.

CARRIER ANDREW BROMWELL 877-501-4432
andrew.bromwell@carrier.utc.com

HVAC UNITS

EUCLID CHEMICAL
COMPANY

PHIL BRANDT 877-438-3826
PBrandt@euclidchemical.com

CONCRETE POLISHING SYSTEMS

ORION ENGINEEERED
SYSTEMS

BRENDAN HARTT

MC CUE CORPORATION PRICING - BRAD ROBINSON
ORDERING - BRETT JOHNSON

404-293-7758  brobinson@mccuecorp.com

800-800-8503  EXT. 268

WEBSITE:
http://dollargeneralbid.ectsolutions.net

USER NAME: dollargeneralbid
PASSWORD: dollargeneralbid

ELECTRICAL LIGHTING SUPPLIES

NABCO ENTRANCES

AR,AZ,CA,CO,IL,IA,KS,LA,MN,
MO,MS,NE,NM,NV,OK,SD,TX,UT,WI

KIM RAUSCH 262-679-7513
dollargeneral@nabcoentrances.com

YORK 800-481-9738
york-dollargeneral-be@jci.com

HVAC UNITSNATIONAL ACCOUNTS

NESCO LIGHTING 800-244-6980
DollarGeneral@nescoweb.com

ELECTRICAL LIGHTING SUPPLIES

AL,AR,AZ,CA,CO,FL,GA,KY,LA,
MS,NC,NM,NV,OK,SC,TN,TX,VA,WV

CT,DE,IA,IL,IN,KS,MA,MD,MI,MN,MO,
NE,NH,NJ,NY,OH,PA,RI,SD,VT,WI

GIRTMAN AND ASSOCIATES MIKE MOYNAHAN 615-350-6000
dgconstruction@bass-security.com

INTERIOR DOORS AND FRAMES
AND RESTROOM ACCESSORIES

NATIONAL ACCOUNT & CONTACT INFORMATION SUBJECT TO CHANGE

REQUIRED NATIONAL ACCOUNTS FOR ENGINEERING AND CONSTRUCTION MATERIAL TESTING
COMPANY CONTACTS PHONE #

ATC ASSOCIATES, INC. LESLIE GREENWOOD 205-733-8775
dollargeneral@atcassociates.com

www.atcassociates.com

BUILDING AND EARTH
SCIENCES, INC.

MATT ADAMS 205-836-6300
dollargeneral@buildingandearth.com

www.buildingandearth.com

EAS PROFESSIONALS, INC. JERRY MARRONE 864-234-7368
dollargeneral@eas-pro.com

www.eas-pro.com

PROFESSIONAL SERVICE
INDUSTRIES, INC.  (PSI)

TERESA HEBNER 770-424-6200 #3030
teresa.hebner@psiusa.com

www.psiusa.com

TERRACON JOHN MEADOW 770-623-0755 #353
dollargeneral@terracon.com

www.terracon.com

NOTE: MATERIAL TESTING IS REQUIRED ON ALL TRIPLE NET LEASES.

STANLEY ACCESS
TECHNOLOGIES

DENNIS WEBB 256-776-8902
DGdoors@sbdinc.com

MODEL #ESA200

ASD DWAYNE SIMMONS 826-624-1044
dsimmons@asd-usa.com

LOW VOLTAGE & VOICE/DATA SOUTH:
AL, AR, GA, KY, LA, MS, NC, SC, TN, TX, VA

CROSSCOM NATIONAL ANDREA LEMAY 847-850-6297
dollargeneral@crosscomnational.com

LOW VOLTAGE & VOICE/DATA EAST:
CT, DE, FL, IL,IN, MA, MD, ME, MI, MO, NH, NJ, NY, OH, PA, RI, VT, WI, WV

NEEDHAM ELECTRIC SUPPLY

RETRO-PLATE SYSTEMS CURTIS TURNBULL 888-942-3144
corporateaccounts@retroplatesystem.com

CONCRETE POLISHING SYSTEMS

TRIM KIT  INCLUDES BUMPER GUARDS AND CART STOP

STANLEY CONVERGENT
SECURITY SOLUTIONS

DAN GOLDSMITH 740-215-8913 INTERIOR FIRE ALARM PANELS

CT,DC,DE,IN,KY,MA,MD,ME,MI,                   MODEL #GT1175-02
NH,NJ,NY,OH, PA,RI,VA,VT,WV

GRAYBAR JEROME BANNISTER 615-743-3202 office, 615-924-2135 cell

DollarGeneral@graybar.com

CABLE TRAY

ROOF CURB SYSTEMS GREG SMYTH 800-683-5848
gsmyth@roofcurb.com

RTU CURB

CURBS PLUS INC. ALLAN THRAILKILL 888-639-2872
alan.thrailkill@curbs-plus.com

RTU CURB

KCC INTERNATIONAL INC. GREG CONRAD 800-382-2872
gconrad@kcccurbs.com

RTU CURB

COOK & BOARDMAN GROUP JOE HARRELL 336-837-0673
nationalsales@cookandboardman.com

INTERIOR DOORS AND FRAMES
AND RESTROOM ACCESSORIES

CT,DE,IL,IN,KY,MA,MD,ME,MI,NC,NH,NJ,
NY,OH,PA,RI,VA,VT,WV

AL,AR,AZ,CA,CO,FL,GA,IA,KS,LA,MS,MN,
MO,NE,NM,NV,OK,OR,SC,SD,TN,TX,WI

RAINBIRD IRRIGATION LOCAL RAIN BIRD DISTRIBUTER WWW.RAINBIRD.COM IRRIGATION SYSTEMS

AL, FL, GA, NC, SC, TNASSA ABLOY ENTRANCE
SYSTEMS

ROSS MERKLING 609-528-2580
dollargeneral.besam.us@assaalboy.com

904-380-5033
bhartt@oesx.com

BAILIWICK COREY CARLSON 952-658-7975
ccarlson@bailiwick.com

LOW VOLTAGE & VOICE/DATA WEST:
AZ, CA, CO, IA, KS, MN, ND, NE, NM, NV, OK, OR, SD

P.T. = PRESSURE TREATED

P.O.S. = POINT OF SALE

REQ'D =     REQUIRED

R.R. =        RESTROOM

SCWD =        SOLID CORE WOOD DOOR

SIM. =  SIMILAR

S.S. =   STAINLESS STEEL

TYP. = TYPICAL

U.N.O. = UNLESS NOTED OTHERWISE

1

STORE #17434| PROTOTYPE 'E'

CIVIL ENGINEER
TECTONICS DESIGN GROUP

10451 DOUBLE R BLVD.

RENO, NV  89521

CONTACT: MATT RASMUSSEN, PE

   SEAN TUBMAN

PHONE: 775-824-9988

EM:  matt@tdg-inc.com

 sean@tdg-inc.com

MAY  09, 2016

MAY  09, 2016

MAY  09, 2016

MAY  09, 2016

499 LONG STREET

ASHVILLE, OHIO
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747DGS044-126BK

(12'-6”T/BLACK)
R-16 SPLIT
REGISTER POLE

ACCESSIBLE

CHECK-OUT

COUNTER

1 HR RATED

PARTITION UL

DESIGN U-419

VERIFY LOCATION OF COOLERS

WITH FINAL FIXTURE PLAN PRIOR

TO INSTALLING SO CORDS.

1

INFILL WITH METAL STUDS

& GYP. BD FROM SLAB TO

10'-0" AFF THIS AREA

1

8" SPLIT FACE

CMU PAINTED

TO MATCH SIDE

WALL PANELS.

TOP OF FIXTURE  TO BE AFFIXED

TO DRIED PINE NAILER BY

DOLLAR GENERAL

MERCHANDISING DEPT

DRINK FIXTURE WALL MOUNTING SUPPORT

NOTES:

1. PROVIDE AND INSTALL 2X6 WHITE PINE -

GRADE 2 OR BETTER.

2. PROVIDE AND INSTALL 2X4 WHITE PINE -
GRADE 2 OR BETTER.

3. FASTEN THE 2X6 TO THE WALL WITH THE

TOP EDGE OF THE BOARD AT 78" A.F.F.,
REFER TO FIXTURE PLAN FOR LENGTH AND

LOCATION OF BOARD.

4. FASTEN THE 2X4 TO THE WALL WITH THE
TOP EDGE OF THE BOARD AT 12" A.F.F.,

REFER TO FIXTURE PLAN FOR LENGTH AND
LOCATION OF BOARD.

5. PRE-DRILL PILOT HOLES IN ALL BOARDS

PRIOR TO INSTALLATION TO PREVENT
WOOD SPLITS.

6. SECURE THE 2X6 WITH TWO SELF-TAPPING

SCREWS. MINIMUM SCREW SIZE IS 4"x 1/4".
7. FASTEN THE 2X4 WITH WITH SELF-TAPPING

SCREW PER WALL STUD.  MINIMUM SCREW
SIZE IS 4"x 1/4".

8. CAULK THE EDGES OF THE 2X6 AT THE TOP

AND BOTTOM WHERE IT MEETS THE WALL
PRIOR TO PAINTING.

9. PRIME AND PAINT BOTH BOARDS TO MATCH

WALL COLOR.FINISHED FLOOR

1
2
"

7
8
"

5
 1

/2
"

CONTRACTOR TO

PROVIDE AND INSTALL

2x6 WHITE PINE GRADE

2 OR BETTER

FIXTURE SUPPLIED & INSTALLED

BY DOLLAR GENERAL

MERCHANDISING DEPT

FIXTURE SUPPLIED

AND INSTALLED

BY DOLLAR GENERAL

MERCHANDISING

DEPARTMENT

LINE OF FREEZER

COOLERS BEYOND
ANCHOR BOARD: CONTRACTOR

TO PROVIDE AND INSTALL 2x6

WHITE PINE GRADE 2 OR BETTER,

FURR OUT A REQ'D TO BE FLUSH

WITH FACE OF STL FRAMES

ANCHOR BOARD:  CONTRACTOR

TO PROVIDE AND INSTALL 2x4

WHITE PINE GRADE 2 OR BETTER,

FURR OUT AS REQ'D TO BE FLUSH

WITH STEEL FRAMES

CONTRACTOR TO

PROVIDE AND

INSTALL 2x4 WHITE

PINE GRADE 2 OR

BETTER

INTERIOR FACE OF PEMB

FRAMING BEYOND

MTL LINER PANELS

CONTRACTOR TO

FURR OUT ANCHOR

BOARDS AS

REQUIRED TO BE

FLUSH WITH STEEL

FRAMES

NOTE:

VERIFY LOCATION OF

ANCHOR BOARDS WITH

FINAL DG FIXTURE PLAN

3'-0"

SALES/

RECEIVING

DOOR

DOOR STOP

ALUMINUM

CORNER GUARDS

MOP SINK

5'-0" OF 48"

HIGH FRP

WATER HEATER "EWH-2"

ON SHELF ABOVE MOP

SINK

MOP HOLDER

8'-0" HIGH WING

WALL

3'-0" OF 48" HIGH FRP

FAUCET THIS WALL

INSULATION WITH VAPOR

BARRIER

METAL LINER PANELS (BY

PEMB) INSTALLED DIRECTLY

TO METAL BUILDING GIRTS

1/2" GYPSUM BOARD

METAL BUILDING COLUMNS SHALL

BE STRAIGHT. TAPERED COLUMNS

REQUIRE WRITTEN APPROVAL.

MAINTAIN INTERIOR CLEARANCE

OF 68'-0" BETWEEN FACE OF

COLUMNS ON SALES FLOOR.

PRE-FINISHED METAL WALL

PANELS

21'-0" BI-PART WITH

TRANSOM AND GLASS.

COLOR: BRONZE FINISH.

SHIM AND ANCHOR PER

MANUFACTURERS

RECOMMENDATIONS. PROVIDE

CONTINUOUS SEALANT AND

BACKER ROD ON BOTH SIDES

(TYP.)

1
0

'-
0
"

METAL TRACK

WOOD NAILER AS

REQUIRED

METAL TRACK

SEALANT BOTH

SIDES

FINISH FLOOR

1/2" MIN GYPSUM

BOARD (BOTH SIDES)

ON 3 5/8"  20 GA.

CORROSIVE-

RESISTIVE MTL

STUDS @ 16" O.C.

ALUMINUM CAP -

PAINT TO MATCH

WALL

METAL TRACK

SEALANT BOTH

SIDES

ACOUSTICAL TILE

CEILING AND GRID,

WHERE OCCURS,

REFER TO

REFLECTED

CEILING PLAN

R-13 INSULATION

BLANKET @ TOILET

ROOM WALLS

FINISH FLOOR

1/2" MIN GYPSUM BOARD

(BOTH SIDES)  ON 3 5/8"

METAL STUDS. METAL

STUDS @ 16" O.C TO

UNDERSIDE OF DECK

ABOVE. GYPSUM BOARD

TO RUN TO UNDERSIDE

OF DECK ABOVE AT ALL

"OPEN TO DECK ABOVE"

AREAS OR TO 6" ABOVE

CEILINGS. (USE

MOISTURE RESISTANT

GYPSUM BOARD AT WET

LOCATIONS).

NOTES:

1. DO NOT FASTEN GYPSUM BOARD WITHIN 2" OF BOTTOM

OF SLIP TRACK.

2.  IN PLACE OF CONTINUOUS SLIP TRACK - METAL STUD

CONTRACTOR MAY USE "VERTICLIP" BRAND SLIP

CONNECTION TO STRUCTURE.

3.  SCREW ANCHORS SHALL NOT EXTEND BEYOND TOP OF

DECK ELEVATION.

R
E

F
E

R
 T

O
 R

E
F

L
E

C
T

E
D

 C
E

IL
IN

G
 P

L
A

N

F
O

R
 C

E
IL

IN
G

 H
E

IG
H

T

6
"

GALVANIZED METAL

RUNNER, FASTEN TO

STUDS ABOVE AT 24" O.C.

CONTINUOUS

DEFLECTION RUNNER

STANDING SEAM

METAL ROOF (BY PEMB

MANUFACTURER)

ATTACH WALLS TO

METAL STUDS

RUNNING

BETWEEN PURLINS

- STUDS TO BE

CONTINOUS

VERIFY REQUIRED FIRE-RATING

WITH LOCAL AUTHORITY.

1, 2, 3 OR 4 HOUR RATED UL#U419

FOR FIRE RATING:

COMPLETELY FILL VOIDS AT TOP

OF WALLS, AROUND PENETRATION

OF JOISTS, BEAMS, PIPES, DUCT,

ETC. PER U.L. #HW-D-0060 AND

#HW-D-0005; MIN. 5/8" THICKNESS

OF FILL MATERIAL INSTALLED ON

EACH SIDE OF WALL BETWEEN

TOP OF WALLBOARD AND ALL

SURFACES OF THE STEEL DECK,

FLUSH WITH EACH SURFACE OF

WALLBOARD

1 HR. = 1 LAYER GYP BD EACH SIDE

2 HR. = 2 LAYERS GYP BD EACH SIDE

3 HR. = 3 LAYERS GYP BD EACH SIDE

4 HR. = 4 LAYERS GYP BD EACH SIDE

- FIRE RATED GYP BD TO BE:

U.S. GYPSUM CO. - TYPE SCX, SHX,

WRX, IP-X1, AR, C, WRC OR IP-X2.

- FIRE TAPE GYP BD IN LIEU OF

STANDARD TAPING & SANDING.

METAL TRACK

FIRE CAULK. TYPICAL

BOTH SIDES

FINISH FLOOR

CONTINUOUS

DEFLECTION RUNNER

1/2" MINIMUM TYPE 'X'

GYPSUM BOARD TO

DECK ABOVE (BOTH

SIDES) ON 3 5/8"  20

GA. MTL STUDS @ 16"

O.C.

FIRE CAULK. TYP BOTH SIDES

NOTES:

1. DO NOT FASTEN GYPSUM BOARD WITHIN 2" OF BOTTOM

OF SLIP TRACK.

2.  IN PLACE OF CONTINUOUS SLIP TRACK - METAL STUD

CONTRACTOR MAY USE "VERTICLIP" BRAND SLIP

CONNECTION TO STRUCTURE.

3.  SCREW ANCHORS SHALL NOT EXTEND BEYOND TOP OF

DECK ELEVATION.

ATTACH WALLS TO METAL

STUDS RUNNING BETWEEN

PURLINS - STUDS TO BE CONT.

GALVANIZED METAL

RUNNER, FASTEN TO STUDS

ABOVE AT 24" O.C.

HEAD-OF-WALL UL

SYSTEM NO. CJ-D-0005

ROOF INSULATION

ROOF INSULATION

1

SCALE: NTS  (1/8"=1'-0")

FLOOR PLAN1

A01

FLOOR PLAN KEYED NOTES

RECEIVING DOOR BUZZER - TORK MDL.#TA725 OR EQUAL

DOOR SCOPE, REFER TO T01 AND DOOR SCHEDULE.

WEATHER STRIP & LOW PROFILE THRESHOLD, REFER

TO T01 AND DOOR SCHEDULE.

STRIP FLOOR IN FOR DESIGNATED CLEAR PATH AT DOOR

( PAINT YELLOW). STRIPE FLOOR FOR DESIGNATED

CLEAR SPACE IN FRONT OF ELECTRICAL EQUIPMENT

(PAINT RED).

PROVIDE AND INSTALL A TEN GALLON WATER HEATER

(OR LARGER IF REQUIRED BY CODE) ABOVE THE MOP

SINK.

3 5/8" METAL STUD WITH 1/2" MINIMUM GYPSUM BOARD

(BOTH SIDES). REFER TO NOTED WALL SECTION. REFER

TO ROOM FINISH SCHEDULE FOR GYPSUM BOARD

HEIGHT AT ANY PARTICULAR WALL.

METAL LINER PANELS TO 8'-0" AFF. (BY PRE- ENGINEERED

BUILDING MANUFACTURER).

3 5/8" METAL STUDS @ 16" O.C. W/ 5/8" TYPE "X" GYPSUM

BD.  1 HOUR RATED WALL, UL 419.

METAL BUILDING PANELS (BY PEMB).

CONCRETE SLAB WITH 6X6XW1.4 WELDED WIRE MESH

OVER POLYETHYLENE VAPOR BARRIER (MIN. 10 MM

THICK) OVER CRUSHED STONE BASE, TYPICAL.

PROVIDE CONTROL JOINTS AS SHOWN ON GS3.

METAL BUILDING FRAME. REFER TO NOTED WALL

SECTION FOR ADDITIONAL INFORMATION.

1/2" GYPSUM BOARD (TO 10'-0" A.F.F.) OVER METAL LINER

PANELS AND INSULATION WITH VAPOR BARRIER.

8" SPLIT-FACED CMU PAINTED TO MATCH SIDE WALL

PANELS. ALIGN FACE OF BLOCK WITH STEEL GIRT.

PROVIDE PROPER ANCHORAGE TO STRUCTURE.

McCUE CART AND BUMPER GUARDS. TOP INSTALLED @

3'-5" A.F.F.  ORDER TRIM KIT FOR THIS PROTOTYPE.

BRONZE STOREFRONT SYSTEM. REFER TO NOTED WALL

SECTION FOR ADDITIONAL INFORMATION.  CONTINUE

GYPSUM BOARD ABOVE STOREFRONT TO DECK.

LINE OF SOFFIT OR CANOPY ABOVE.

A.D.A. COMPLIANT ACCESSIBLE RAMP WITH YELLOW

PAINTED SIDES TO ACCESSIBLE PARKING STALLS.

BROOM FINISH CONCRETE SIDEWALK, TYPICAL.

SLOPE CONCRETE 1/8" PER FOOT AWAY FROM BUILDING.

1

2

3

4

5

6

7

WALL HYDRANT. REFER TO PLUMBING DRAWINGS FOR

ADDITIONAL INFORMATION.

REFRIGERATION BY DOLLAR GENERAL.

ROUND PIPE STEEL COLUMN WITH RECESSED BASE

PLATE. PAINT SW7005 PURE WHITE. WRAP COLUMN WITH

TIGHT LOOP CARPET (BLACK) FROM BASE TO 48" A.F.F.

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

POWER POLE.  COORD LOCATION WITH ELECTRICAL

AND FINAL DOLLAR GENERAL FIXTURE PLAN (F01).
23

CONTROL JOINTS ARE TO BE PLACED ALONG COLUMN

LINES AND MID POINT BEWTEEN COLUMN LINES.

COORDINATE WITH STRUCTURAL DRAWINGS.

24

FLOOR AREA AT BASE OF COLUMNS, WITHIN THE CONST

JOINTS, TO BE PAINTED BLACK MAGIC TINT.
25

COOLER/FREEZER TO BE HARDWIRED THROUGH RIGID

CONDUIT (SEE ELECTRICAL). CONDUIT ANCHORED TO

PURLINS ABOVE. PAINT CONDUIT "PURE WHITE". COORD

LOCATION WITH FINAL DOLLAR GENERAL FIXTURE PLAN.

26

27

CART AREA. REFER TO 4 & 5/A06.28

MC CUE RAILING IN FRONT OF ELECTRICAL PANELS. 8'-0"

LONG WITH TOP TWO RAILINGS AND NO MIDDLE POST.

STRIPE FLOOR FOR DESIGNATED ADA EGRESS SPACE.

(PAINT YELLOW).
4A

26A KIOSK COOLER TO BE HARDWIRED THROUGH WHITE SO

CORD WITH QUAD AT END. GC TO LEAVE BOTTOM

HANGING AT 48" A.F.F. (SEE ELECTRICAL). CORD

ANCHORED TO PURLINS ABOVE. COORDINATE LOCATION

WITH FINAL DOLLAR GENERAL FIXTURE PLAN.

PLAN NORTH

2

A01 SCALE: 1/2"=1'-0"

ANCHOR BOARD DETAIL

3

A01 SCALE: 1/2"=1'-0"

ENLARGED MOP SINK PLAN 4

A01 SCALE: 1/2"=1'-0"

DETAIL AT COLUMN 5

A01 SCALE: 1/2"=1'-0"

EXTERIOR CORNER DETAIL 6A

A01 SCALE: 1"=1'-0"

TYPICAL PARTITION 6B

A01 SCALE: 1"=1'-0"

FIRE-RATED PARTITION (IF REQ'D) 7

A01 SCALE: 1"=1'-0"
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26'-0"
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E
Q

E
Q

13'-8" 12'-4"

SIGN VENDOR TO CONFIRM SIGN FITS WITHIN
FASCIA & MEETS DG's APPROVED  EXTERIOR
SIGNAGE. COORDINATE W/ DG SIGN REP

4

A03

3

A03

26'-0"

3
'-
9
"

E
Q

E
Q

8'-8" 17'-4"

3

A03

2B

A03

2A

A03

ROOF LINE

8

8

15

15

6

1

4
'-
0
"

8'-0"

THIS SIGN IS TO BE PROVIDED AND INSTALLED

BY THE DEVELOPER OR CONTRACTOR AT THE

BEGINNING OF CONSTRUCTION PROJECT.

SCALE: 1/8"=1'-0"

FRONT ELEVATION1

A02

1 SIGN FURNISHED AND INSTALLED BY DOLLAR GENERAL CORP.

WITH CIRCUIT AS NOTED ON ELECTRICAL PLAN.  SIGN TO BE

CENTERED ON FRONT OF BUILDING.  CONTRACTOR IS TO

PROVIDE ADEQUATE BLOCKING AS REQUIRED BY SIGN

MANUFACTURER TO SUPPORT SIGN WEIGHT OF UP TO 1,400

LBS.  EXTERIOR CANOPY SIGN SHALL BE SUPPORTED BY THE

FACE OF THE CANOPY.  COORDINATE THE PROPER SIGNAGE

TO BE USED WITH DOLLAR GENERAL.

PAINT EXTERIOR DOOR SW7041 'VAN DYKE BROWN'.

PAINT INTERIOR OF DOOR SW6991 'BLACK MAGIC'..

WALL PACK. 16'-6" A.F.F. TO TOP OF WALL PACK. REFER TO

ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION.

WALL PACK 12'-0" A.F.F. TO TOP OF WALL PACK. REFER TO

ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION.

INSTALL KNOX BOX PER THE LOCAL FIRE MARSHALS

DIRECTION.

4" SPLIT FACE MASONRY VENEER OVER METAL WALL PANELS

TRIM - SEE EXTERIOR FINISH SCHEDULE FOR COLOR.

GUTTER AND DOWNSPOUT - SEE EXTERIOR FINISH SCHEDULE

FOR COLOR.

RAISED RIB METAL ROOF. GALVALUME FINISH.

PRE-FINISHED METAL WALL PANELS, REVERSE RIB PROFILE.

SEE EXTERIOR FINISH SCHEDULE FOR COLOR.

PRE-FINISHED METAL WALL PANELS.  PROVIDE TAMPER-

RESISTANT FASTENERS FOR BOTTOM 8'-0". SEE EXTERIOR

FINISH SCHEDULE FOR COLOR.

VENT FOR BATHROOM EXHAUST. REFER TO M01 FOR

ADDITIONAL INFORMATION.

DOOR BUZZER. REFER TO E01 FOR ADDITIONAL INFORMATION.

WALL HYDRANT. REFER TO P01 FOR ADDITIONAL INFORMATION.

HVAC UNITS MOUNTED ON ROOF. REFER TO MECHANICAL

SHEET M1 FOR MORE INFORMATION.

MINIMUM EAVE HEIGHT IS 14'-0" A.F.F.

OUTSIDE AIR TEMP. SENSOR MOUNTED OVER RECEIVING

DOORS @ 8'-0" A.F.F.

ELEVATION KEYED NOTES

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

IN NORTHERN CLIMATES, PROVIDE SNOW GUARDS ON ROOF

PER LOCAL CODE.
20

FINISHED GRADE AT EXTERIOR WALLS SHALL BE A MINIMUM OF

6" BELOW FINISHED FLOOR AT ALL NON PAVED AREAS.

METAL CANOPY BY PRE-ENGINEERED METAL BUILDING

MANUFACTURER. (ONLY APPLICABLE TO C & D PROTOTYPES)
21

8" SPLIT FACE CONCRETE MASONRY UNIT. PAINT TO MATCH

SIDE WALL PANELS.

1/2" DIAMETER x 6" LONG STAINLESS STEEL EYE BOLTS

(CLOSED) WITH 1" DIAMETER OPENINGS. DRILL AND EPOXY

INTO BLOCK WALL. 4 BOLTS TO BE LOCATED AS SHOWN EACH

SIDE OF ENTRY, TOTAL OF 8 BOLTS.

22

SCALE: 1/8"=1'-0"

REAR ELEVATION2

A02

SCALE: 1/8"=1'-0"

LEFT ELEVATION3

A02

SCALE: 1/8"=1'-0"

RIGHT ELEVATION4

A02
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FINISH FLOOR

0'-0"

LC

3'-0"

B.O. SOFFIT

FINISH FLOOR
0'-0"

5

A03

31

24
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12
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19

17

16

FINISH FLOOR
0'-0"

FINISH FLOOR
0'-0"
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37

38

CONDUIT
8'-0" A.F.F.

METAL SOFFIT PANELS (BY
PEMB)

(2) 800S162-54 WITH (2)
362T125-54 BOX BEAM HEADER

DIAGONAL BRACING TO
STRUCTURE ABOVE AS REQ'D
(TYP.) 4'-0" O.C. FOR LATERAL
SUPPORT ONLY, ATTACH TO
VERTICAL W/ (4) NO. 1/4-14 SHEET
METAL SCREWSSHIM & ANCHOR PER

MANUFACTURERS
RECOMMENDATIONS.
PROVIDE CONT
SEALANT & BACKER
ROD, BOTH SIDES (TYP.)

2x WOOD BLOCKING

21'-0" BI-PART DOOR
SYSTEM. BRONZE FINISH

GYPSUM BOARD ON
METAL STUDS @ 16" O.C.
TO STRUCTURE ABOVE.

8" SPLIT FACE CMU WALL BEARING
ON NEW CONC. SLAB AND
FOUNDATION, COORD.
REINFORCING WITH STRUCTURE
DESIGN

1/2" EXP. JOINT

FOUNDATION AND SLAB,
SEE STRUCTURAL DWG'S.

TOP COURSE TO BE SMOOTH.
GROUT CELL AT EACH
ANCHOR BOLT LOCATION .
PROVIDE MESH AT BASE OF
BLOCK TO CONFINE GROUT

PRE-FINISHED METAL WALL
PANELS (BY PEMB)

PROVIDE 1/2" DIA. BOLT @ 4'-0"
O.C. (MIN) PER CODE
REQUIREMENTS  (BY PEMB)

BACKER ROD AND SEALANT

CONTINUOUS THRU-WALL
FLASHING W/STAINLESS STEEL
DRIP EDGE, PROVIDE WEEP
HOLES @ 24" O.C.

3 5/8" METAL STUDS
@ 16" O.C.; INSTALL
STUDS FLUSH WITH
FACE OF PEMB
COLUMNS

INSULATION

GYPSUM BOARD

T.O. CMU
ELEV-10'-0" AFF

T.O. SLAB
ELEV-0'-0" AFF

8"±

PAN FLASHING
ACCEPTABLE ALTERNATE

FLASHING ONLY
BETWEEN GROUTED
CELLS. REFER TO
STRUCTURAL DRAWINGS.

 X
 

 X
 

 X
 

 X
 

 X
 

 X
 

 X
 

 X 

 X 
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NEW SIDEWALK

2" TK. R-15
PERIMETER
INSULATON TO A
DEPTH OF 24"

R-11 INSULATION + R-19

INSULATION, U-FACTOR 0.044 BASE

ASSEMBLY SAG & BAG SYSTEM

R-11

R-19

R
-3

0

T
O

T
A

L

1
2

SCALE: 1/4" = 1'-0"

BUILDING SECTION1

A03

8" SPLIT-FACED CMU PAINTED TO

MATCH METAL SIDING. ALIGN FACE OF

BLOCK WITH STEEL GIRT. PROVIDE

PROPER ANCHORAGE TO STRUCTURE.

STANDING SEAM METAL ROOF,

GALVALUME FINISH (BY PEMB).
3

1 PRE-ENGINEERED METAL BUILDING

SYSTEM BY BUILDING MANUFACTURER.

SECTION KEYED NOTES

1 LAYER R-11 INSULATION + 1 LAYER R-19

INSULATION, U-FACTOR 0.044

ASSEMBLY-SAG & BAG REF: ASHRAE

TABLE A2.3 ROOFS

2

ROOF MOUNTED HVAC UNIT, SEE

MECHANICAL DRAWINGS.

METAL BUILDING GIRT (BY PEMB).

VERTICAL METAL LINER PANELS, 28 GA.

1/2" MINIMUM GYPSUM BOARD OVER

LINER PANELS. METAL LINER PANELS

TO DECK ABOVE; T.O. GYPSUM BOARD

10'-0" AFF, PAINTED. REFER TO

INTERIOR SALES FLOOR ELEVATIONS.

4

5

6

7

8

PRE-FINISHED GUTTER & DOWNSPOUT.

LOCATION OF 1 1/2" CONDUIT WITH

PULLSTRING (ABOVE OFFICE) FOR

SATELLITE LINE.  PROVIDE

WEATHERTIGHT SEAL AT HORIZONTAL

PENETRATION. CONTRACTOR

RESPONSIBLE FOR INSTALLATION OF

CONDUIT.

9

10

11

1/2" MINIMUM GYPSUM BOARD ON 3 5/8"

MTL STUDS, HEIGHT AS NOTED.

ADA COMPLIANT DRINKING FOUNTAIN,

REFER TO PLUMBING.

METAL BUILDING COLUMNS SHALL BE

STRAIGHT.

12

13

14

15

REINFORCED CONCRETE SLAB ON

VINYL VAPOR BARRIER.

ALUMINUM BI-PART DOOR AND

STOREFRONT GLAZING SYSTEM,

COLOR BRONZE.

UNDISTURBED EARTH AND COMPACTED

SUB GRADE.

SOFFIT BEYOND (BY PEMB).

PRE-FINISHED METAL WALL PANELS (BY

PEMB). PROVIDE TAMPER- RESISTANT

FASTENERS 8'-0" AFF AND BELOW.

GRANULAR FILL.

REINFORCED CONCRETE FOOTING.

(REFER TO NOTES ON S2)

PREFINISHED METAL COPING.

STOREFRONT SIGN (BY DOLLAR

GENERAL). REFER TO ELEVATIONS &

STRUCTURAL NOTES FOR REQUIRED

BLOCKING.

FINISH GRADE (NO SIDEWALKS) AT

EXTERIOR WALLS SHALL BE A MINIMUM

OF 6" BELOW FINISHED FLOOR.

PRE-FINISHED MEATL WALL PANELS,

REVERSE-RIB PROFILE.

WHERE DOWNSPOUTS DUMP ONTO

GRADE (NO SIDEWALKS), MINIMUM 5'-0"

LONG, 4" PERFORATED LANDSCAPE

PIPE STRAPPED TO A 12"x24"

CONCRETE SPLASH BLOCK SHALL BE

INSTALLED TO PREVENT EROSION

AROUND STRUCTURE.

INTERIOR WALL - PAINTED - SEE ROOM

SCHEDULE FOR MORE INFORMATION.

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

LIGHTING, REFER TO ELECTRICAL

DRAWINGS.

31

WALLS: R-13 INSULATION U-FACTOR

0.113 ASSEMBLY W/ VAPOR BARRIER

REF: ASHRAE TABLE A3.2 WALLS

NOT USED.

MC CUE TRIM KIT.

PROVIDE METAL CLOSURE. SEAL &

CAULK TO RODENT PROOF BUILDING.

STEEL PIPE COLUMN (BY PEMB) WITH

RECESSED BASEPLATE, WRAP WITH

CARPET UP TO 48" AF.F.

32

1'x4' LIGHT FIXTURES HUNG WITH

AIRCRAFT CABLE, ADD UNISTRUT TO

PURLINS AS REQUIRED FOR HANGING.

33

20"X30" MINIMUM ACCESS PANEL FOR

SIGNAGE JUNCTION BOX; COORDINATE

LOCATION WITH ELECTRICAL DRAWINGS

AND SIGNAGE VENDOR.

34

BLOCKING FOR BUILDING SIGNAGE.

COORDINATE WITH SIGN VENDOR.

35

CABLE TRAY - SEE A0936

2" TK R-15 RIGID PERIMETER INSULATION

TO A DEPTH OF 24"
37

1 LAYER 15 # FELT OR TYVEK ON 1/2"

EXTERIOR SHEATHING W/ CONTINUOUS

FLASHING & WEEPS @ 24" O.C.

38

SCALE: 1/2" = 1'-0"

WALL SECTION2A

A03 SCALE: 1/2" = 1'-0"

WALL SECTION2B

A03 SCALE: 1/2" = 1'-0"

WALL SECTION3

A03 SCALE: 3/4" = 1'-0"

DETAIL6
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SCALE: 3/4" = 1'-0"

STOREFRONT HEAD DTL5

A03

SCALE: 1/2" = 1'=0"
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